
ANOTHER  FAR  EAST  EXPORT

ORDER FOR VITREX

Vitrex,  South  Africa’s  leading  producer  of  vitreous  enamelled  steel  panels  for

architectural applications, has secured another important export order to the Far East.

The  Jet  Park-based  company  has  been  contracted  to  supply  vitreous  enamelled

(“porcelain”) steel cladding for installation at the Serangoon underground rail station on

the Singapore MRT system – a transport system for which Vitrex has already supplied

cladding panels in the past. 

Cristian Cottino, Sales and Marketing Director of Vitrex, says 650 m2 of heavy-gauge

vitreous  enamelled  steel  cladding  panels  will  be  supplied  for  the  Serangoon  Station

Refurbishment Contract C852, as the first phase of the export order. 

The specialist Sub-contractor for the Serangoon project is Lam Hong Leong Aluminium

Pte. Ltd, and the client is the Singapore Land Transport Authority (LTA). The order was

secured by Vitrex’s agent for Singapore, Vietnam and Indonesia, Koh Chun Teck of DK

Connections Pte. Ltd. 

Cottino said Vitraclad panels were extremely popular for use externally on commercial,

institutional, educational and other buildings where a maintenance-free colour finish and

corrosion  resistance  were  essential.  Internally,  the  cladding  Vitraclad  is  the  preferred

choice where competitive products were prone to vandalism and wear. Vitraclad panels

were also extensively specified as infill and spandrel panels in curtain and window-wall

systems. 

“Vitraclad panels are generally supported on a sub-structure system, consisting of rails

and fixing brackets, and the panels can be supplied in a variety of joint specifications

according  to  customers’  requirements.  The  system’s  design  can  accommodate  the

building site conditions as well as any other special situations that need to be addressed.”

The  cladding  panel  design  is  also  extremely  flexible  and  panels  can  be  supplied  as

composite sheets, panels with or without insulation, or as fabricated flanged panels. For

the Serangoon Station contract,  the panels  will  be pre-fabricated using 1.6 mm thick

enamelling quality steel  and will have a 12 mm Calcium Silicate core and a 0.5 mm

galvanised steel backer.

Vitraclad  panels  are  weatherproof  (including  hail-resistant),  UV-resistant,  corrosion-

proof, fade-free, vermin- and bacteria-resistant, and non-combustible. “Some installations

over  35 years  old  are  still  not  showing  any colour  change  or  deterioration,”  Cottino

added. 
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